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A B S T R A C T
A novel polymer/TiC nanocomposites “PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC” was successfully
synthesized by chemical oxidation polymerization at room temperature using p-anisidine and/or aniline
monomers and titanium carbide (TiC) in the presence of hydrochloric acid as a dopant with ammonium
persulfate as oxidant. These nanocomposites obtained were characterized by Fourier transform infrared
(FTIR) spectroscopy, X-ray diffraction (XRD), transmission electron microscopy (TEM), energy dispersive
spectroscopy (EDS), and thermogravimetric analysis (TGA). XRD indicated the presence of interactions
between polymers and TiC nanoparticle and the TGA revealed that the TiC nanoparticles improve the
thermal stability of the polymers. The electrical conductivity of nanocomposites is in the range of
0.079–0.91 S cm1. The electrochemical behavior of the polymers extracted from the nanocomposites has
been analyzed by cyclic voltammetry. Good electrochemical response has been observed for polymer
ﬁlms; the observed redox processes indicate that the polymerisation on TiC nanoparticles produces
electroactive polymers. These nanocomposite microspheres can potentially used in commercial
applications as ﬁllers for antistatic and anticorrosion coatings.
ã 2015 Published by Elsevier B.V.
7 1. Introduction
8 Intrinsically conducting polymer thin ﬁlms have been used in
9 various kinds of electronic devices. Conducting polymers are
10 combined with metal oxides because of their enhanced physical
11 and electronic properties and ﬁnd useful applications in different
12 devices, such as sensors, electrodes, batteries, and photovoltaics
13 [1,2]. Conducting-polymer-based solar cells have gained much
14 importance in the last decade because of their low cost, easy
15 processability, low toxicity, and high environmental stability [3,4].
16 Among conducting polymers, polyaniline (PANI) is unique because
17 it can be easily doped with various acids and it also exhibits good
18 thermal and environmental stabilities [5,6]. Metal oxides can also
19 replace fullerenes (electron-acceptor materials) in bulk hetero-
20 junction solar cells because of their high electron mobilities [1,2].
21 Organic–inorganic hybrid materials, which combine excellent
22 performances of the two materials, are extremely innovative, and
23 such materials promise new applications in many ﬁelds, such as
24 electronics, optics, electrochemistry, supercapacitor, mechanics
25and biology [7–10]. Any organic–inorganic hybrid materials can be
26obtained by intercalative reactions of layered solids based on
27self-assembly approaches [11–14].
28Recently, on the basis of conducting polymers and inorganic
29nanoparticles, the nanocomposites have attracted attention as it
30seems to be the potential route to improve the performance of
31materials in devices. Several reports on the synthesis of the
32nanocomposites of polyaniline with Fe3O4 [15], ZnO [16], ZrO2 [17],
33TiO2 [18] and montmorillonite [19] nanoparticles have already
34been published.
35Titanium carbide (TiC) is one of the most important metal
36carbides with excellent properties, such as high melting tempera-
37ture, hardness, strength, wear, corrosion resistance, electrical
38conductivity, and thermal conductivity [20,21]. TiC is an important
39material from technological applications because of its high
40melting point, hardness, elastic modulus, electrical conductivity
41and low coefﬁcient of thermal expansion. Composite systems
42consisting of a polymer matrix and conductive particles of
43titanium carbide have been considered as a novel class of smart
44materials, because of their ability to switch from negative to
45positive temperature coefﬁcient of conductivity [22–25]. Negative
46temperature coefﬁcient of conductivity (NTCC) is useful in
47applications such as self controlled heaters, current limiters,
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48 sensors, thermistors and over current protectors, while it is
49 considered as detrimental in cable engineering [26].
50 Moreover, the synthesis of poly(p-anisidine)/TiC (PPA/TiC), poly
51 (p-anisidine-co-aniline)/TiC (poly(PA-co-ANI)/TiC) and PANI/TiC
52 nanocomposites has not been reported before. Herein, we look
53 forward to synthesis nanocomposites by using an in-situ chemical
54 polymerization route and used it as new material and character-
55 ized by UV–vis, FT-IR, XRD, thermogravimetric analysis (TGA) and
56 further study for electrochemical properties. The p-anisidine is a
57 substituted derivative of PANI with methoxy (—OCH3) group
58 substituted at para positions. The PPA was chosen as an organic
59 counterpart for this study to explore the possibility of utilizing it as
60 an alternative to PANI for technologies application. The purpose of
61 this paper is to give a preliminary account of our research on the
62 use of polymer/TiC nanocomposites as suitable anodic materials
63 for hydrometal lurgy.Q2
64 2. Experimental
65 2.1. Materials
66 The monomers aniline (ANI) (from Aldrich) was distilled under
67 vacuum prior to use and p-anisidine (PA) (from Aldrich) was used
68 as received. Perchloric acid and hydrochloric acid (from Merck)
69 was Suprapur quality and all the solutions were freshly prepared
70 with distilled-deionised water was obtained from an Elga Labwater
71 Purelab Ultra system. A titanium carbide (TiC) (99%) is purchased
72 from the Sigma–Aldrich Company. Ammonium persulfate
73 ((NH4)2S2O8) (APS) and ammonia solution (NH4OH) were all of
74 analytical purity and used without further puriﬁcation.
75 2.2. Chemical synthesis of nanocomposites
76 In the preparation of PPA/TiC nanocomposite process, ﬁrstly, TiC
77 nanoparticles (1.0 g) were dispersed in 1 M HCl aqueous solution
78 with ultrasonic vibration for 1 h to obtain a uniform suspension. A
79 1.35 g quantity of PA monomer was added to this mixture dropwise
80 under strong stirring in an ice-water bath and stirred for 1 h. Then
81 2.51 g of APS in 20 mL of 1 M HCl solution was slowly added
82 dropwise to the suspension mixture (using 1:1 monomer/oxidant
83 mole ratio), and the solution was stirred at room temperature for
84 24 h. A solid product was obtained after ﬁltration and washed with
85 1 M HCl and deionized water to remove residual aniline and
86 ammonium sulfate. The ﬁnal products were bathed using 50 mL of
87 1 M NH4OH at room temperature while magnetically stirring for
88 2 h. The product was collected by ﬁltering and washing the
89 precipitate with deionized water, and dried under vacuum at 60 C
90 for 24 h [27,28].
91 For the synthesis of the PANI/TiC and poly(PA-co-ANI)/TiC
92 nanocomposites and also the polymer PPA (without TiC), the same
93 procedure was repeated.
94 2.3. Nanocomposite characterization
95 The X-ray diffraction of the powder nanocomposites were taken
96 using a Bruker CCD-Apex equipment with a X-ray generator (Cu Ka
97 and Ni ﬁlter) operated at 40 kV and 40 mA. For recording the UV–
98 vis absorption spectra, a Hitachi U-3000 spectrophotometer was
99 used. The solution of the homo- and co-polymer in N-methyl-2-
100 pyrrolidone (NMP) was used for recording the spectrum. Fourier
101 transform infrared (FT-IR) spectroscopy was recorded using a
102 Bruker Alpha in transmission mode after dissolving the sample in
103 dried KBr.
104 Transmission electron microscopy (TEM) was performed to
105 determine the morphology of the samples using JEOL microscope,
106 JEM-2010 model. This TEM microscope is equipped with an X-ray
107detector Bruker XFlash 3001 for microanalysis energy dispersive
108spectroscopy (EDS) for the elucidation of chemical composition
109of the samples. A simultaneous TG-DTA (METTLER TOLEDO
110model TGA/SDTA851e/SF/1100) thermogravimetric analyzer was
111employed to perform the termal analysis under a 100 mL/min
112nitrogen ﬂow at 10 C/min until 900 C.
1132.4. Electrochemical studies
114The electrochemical behaviour of the polymers was studied by
115cyclic voltammetry after their extraction from the polymer by
116dissolving in the N-methyl-2-pyrrolidone (NMP). It is known that
117this kind of conducting polymers is soluble in NMP [14,29], while
118the TiC remains in solid state. Thus, both components can be
119separated by ﬁltration. The electrochemical measurements were
120carried out using a conventional cell of three electrodes. The
121counter and reference electrodes were a platinum foil and a
122hydrogen reversible electrode (RHE), respectively. For all the
123electrochemical and spectroelectrochemical experiments the
124polymers were separated from the catalyst by dissolving the
125mixture in NMP. Then polymer ﬁlms were obtained by casting a
126drop of these solutions over the working graphite carbon electrode
127and heating with an infrared lamp to remove the solvent. The
128electrolyte used was 1 M HClO4 and all experiments were carried
129out at 50 mV/s.
1302.5. Electrical conductivity measurements
131Electrical conductivity measurements were carried out using a
132Lucas Lab resistivity equipment with four probes in-line. The
133samples were dried in vacuum during 24 h and pellets of 0.013 m
134diameter were prepared using a FTIR mold by applying a pressure
135of Q37.4, 108 Pa.
1363. Results and discussion
1373.1. XRD characterization
138Fig. 1 shows the X-ray diffractograms for all the three
139nanocomposites and TiC pure. The XRD pattern of the TiC particles
140presents the hexagonal structure with no extra reﬂections, and
141perfectly indexed to (0 0 1), (10 0), (10n1), (110), (0 0 2), (111),
142(2 0 0), (10 2) and (2 0 1) crystal plane of hexagonal TiC (JCPDS Card
143No. 720097). In XRD of nanocomposites, all the peaks of TiC are
144observed. The XRD pattern for the polymer/TiC shows new low
145diffraction peaks at 2u = 22.81 (Fig. 1, insight). In addition, the
146intensities of this broad diffraction peak corresponding to polymer
147“PA, poly(PA-co-ANI) and PANI” in the nanocomposite become
148weakened with introducing TiC nanoparticles, which indicates that
149TiC nanoparticles have an effect on the crystallinity of polymer
150[30]. This indicates that the crystal structure of TiC is not modiﬁed
151due to the presence of polymer. This result also shows the
152interaction between the TiC nanoparticles and polymer molecular
153chains due to the adsorption of polymer molecular chains on the
154surface of the TiC nanoparticles.
155The average crystallite sizes of TiC nanoparticles, and the three
156samples of nanocomposites were estimated from the X-ray
157diffraction patterns using Scherrer Q4formula [31]:
d ¼ k  l
b  cosu (1)
1589where d is the average crystallite size, l is the X-ray wavelength, b
160is the full-width at half-maximum and u is the diffraction angle.
161The value of k depends on several factors, including the Miller
162index of reﬂection plane and the shape of the crystal. If shape is
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163 unknown, k is often assigned a value of 0.9. So the crystallite size of
164 TiC nanoparticle, and the nanocomposites was computed from
165 XRD patterns see Table 1.
166 3.2. FT-IR spectroscopy
167 The typical FT-IR spectra for TiC, pure PPA, pure PANI and
168 PPA/TiC, poly(PA-co-ANI)/TiC, PANI/TiC nanocomposites contain-
169 ing 5 wt% TiC nanoparticles are shown in Fig. 2.
170 The characteristic bands for pure PPA are observed in the
171 spectrum at 3425, 2935,1207,1169 and 800 cm1, in agreement with
172 the reported literature [32]. The bands at approximately 1498 and
173 1591 cm1 are due to the benzenoid and quinoid ring units,
174 respectively. It was found that the PPA ﬁlm formed by galvanostatic
175 conditions contained both benzenoid and quinoid moieties. There
176 are other characteristic bands at 1275 and 1114 cm1, due to
177 1,2,4-trisubstituted benzene rings. The characteristic bands of pure
178 PANI were assigned as follows: at 3450 cm1 it was associated to
179 N—H stretching mode, C¼N and C¼C stretching modes for the
180 quinoid and benzenoid rings are observed at 1573 cm1 and
181 1480 cm1 respectively, the bands at about 1309 cm1 and
182 1243 cm1 can been associated to C—N stretching mode for the
183benzenoid ring, while the band at 1126 cm1 was assigned to a in
184plane bending vibration of C—H (mode of N¼Q¼N, Q¼N+H—B and
185B—N+H—B), which was formed during protonation [33].
186It was evident that the FTIR spectra of the nanocomposites
187(PPA/TiC, poly(PA-co-ANI)/TiC, PANI/TiC) contained contributions
188from both TiC and polymers. However, some bands of doped
189polymer had shifted due to interactions with TiC nanoparticles. For
190example, in PPA/TiC nanocomposite, the bands at 1275 cm1,
1911215 cm1 and 1169 cm1 corresponding to the stretching mode of
192C—C, C—N and C—H, all shifted to higher wavenumbers, and C¼N
193stretching band at 1591 cm1 shifted to lower wavenumber.
194Similarly, the band at 3425 cm1 also shifted to 3220 cm1 this
195band was attributable to N—H stretching mode. These changes
196suggest that C—C, C—N and C—H bands became stronger in PPA/TiC
197nanocomposite, but the N—H band became weaker. This was
198probably because of the action of hydrogen bonding between the
199surfaces of TiC nanoparticles and the N—H groups in PPA polymer.
200And the presence of TiC nanoparticles had effect on the doping of
201PPA.
202The spectra of poly(PA-co-ANI)/TiC and PANI/TiC nanocompo-
203sites, display bands between 1565–1596 cm1 and 1497 cm1
204(v(C¼N) and v(C¼C)), indicating that the PA-co-ANI and ANI
Table 1
The average crystallite size of the TiC nanoparticle and the three nanocomposites
was computed from Scherrer formula.
Samples TiC PPA/TiC poly(PA-co-ANI)/TiC PANI/TiC
d (nm) 30.80 46.64 31.73 42.45
Fig. 2. FT-IR spectra of nanocomposites (PPA/TiC, poly(PA-co-ANI)/TiC and PANI/
TiC), pure polymers (PPA and PANI) and TiC nanoparticles.
Fig. 1. XRD diffraction patterns of PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC
nanocomposites and TiC nanoparticles.
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205 polymers are present in the matrix. The spectra also display a broad
206 band between 3251 cm1.
207 The increases in the intensity of the band between 1014 cm1
208 and 1021 cm1 corresponding to the stretching mode of C—O—C
209 may be attributed to the represent the signal from the methoxy
210 group in the anisidine [34].
211 Despite the slight shifts of these bands compared with the
212 matrix, we can suppose that the overall framework is preserved
213 after the reaction, in agreement with the X-ray powder diffraction
214 data (Fig. 1).
215 3.3. Electrical conductivity characterization
216 Table 2 shows the electrical conductivities of nanocomposites
217 that are in the range of 0.12–1.45 S cm1. An increase in the content
218 of aniline in the polymerization produces the increase in
219 conductivity. In the case of nanocomposites a reduction in the
220 electrical conductivity is observed as compared to the pure
221 polymers. This fact can be explained by the interactions between
222 the polymers and TiC nanoparticles which probably led to the
223 reduction in conjugation length of polymers [35–37]. Moreover,
224 the presence of TiC nanoparticles hindered the transport of carriers
225 between different molecular chains of polymer [37,38]. The
226 presence of TiC particles may also have hindered the transfer of
227 carriers between molecular chains of polymers.
228 3.4. UV–vis spectroscopy
229 Fig. 3 shows the UV–vis absorption spectra of PPA/TiC, poly(PA-
230 co-ANI)/TiC and PANI/TiC nanocomposites, this samples dissolved
231 in NMP solution for separate the polymer from TiC. Although the
232 three samples show two characteristic absorption bands, the three
233 spectra look somewhat different. The absorption bands at
234 317–329 nm can be ascribed to p–p* transition of the benzenoid
235 rings, whereas the bands at 443–545 nm can be attributed to
236 polaron–p* transition [39]. Therefore, it can be concluded from the
237 UV–vis absorption spectrum of PPA/TiC that the doped state can be
238 enhanced with the incorporation of PA units in the polymer chain,
239which may resulted with a strong electronic effect that can
240stabilize the doping state of polymer. Based on the previous
241research, the doping level can roughly be estimated from the
242absorption spectra of PPA/TiC at 450 nm (p–p* transition). The
243poly(PA-co-ANI)/TiC exhibits this band at higher wavelength which
244implies that the doping level of copolymer nanocomposite is lower
245than that of homopolymer nanocomposites.
246This is in consistent with the results of FTIR spectra. When
247comparing the absorption spectra, a notable red shift of the bands
248are observed for copolymer poly((PA-co-ANI)/TiC nanocomposite
249as compared to homopolymers nanocompositess. This indicates a
250higher conjugation length appearing in copolymer nanocomposite.
251The effective conjugation length favors planar chain structures and
252steric factors that prevent to give twisted chains. Evidently, the
253steric hindrance connected with —OCH3 substituent results in
254twisting, thus lowering the conjugation length in PPA [40]. These
255results suggest that the proportion of PA perhaps plays a signiﬁcant
256role toward the determination of the chain length and other
257properties of these conducting copolymers.
2583.5. Thermogravimetric analysis (TGA)
259The thermal stability of a conducting polymer is very important
260for its potential application. Thermogravimetry (TGA) is a
261signiﬁcant and useful dynamic way to detect the degradation
262behavior in which the weight loss of a polymer sample is measured
263continuously while the temperature is changed at a constant rate.
264In order to investigate the thermal stability of the PPA/TiC, poly(PA-
265co-ANI)/TiC, PANI/TiC nanocomposites and the pure PANI, pure PPA
266and TiC, the thermal analyses of samples were tested, the results
267are shown in Fig. 4. In the ﬁrst stage, the weight loss starting
268practically from room temperature to 110 C is due to the loss of
269water molecules and moisture present in the samples. Note that
270the degradation of nanocomposites is slower than that of pure
271polymers with the temperature increase, and the thermal stability
272of PPA/TiC is higher than that of poly(PA-co-ANI)/TiC and that
273PANI/TiC respectively; these results also demonstrates that the
Fig. 4. Thermogravimetric analysis (TGA) of nanocomposites (PPA/TiC, poly(PA-co-
ANI)/TiC and PANI/TiC), pure polymers (PPA and PANI) and TiC nanoparticles
obtained in nitrogen atmosphere at heating rate of 10 C/min.
Fig. 3. UV–vis spectra of PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC nanocompo-
sites.
Table 2
The electrical conductivity values of PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC nanocomposites and polymers pure.
Samples PPA/TiC Poly(PA-co-ANI)/TiC PANI/TiC PPA poly(PA-co-ANI) PANI
Conductivity (S cm1) 0.08 0.09 0.91 0.22 0.82 1.45
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274 thermo stability of nanocomposites depends on the polymer type
275 used (structure of the polymers and the interaction between two
276 components) [41].
277 The thermal behaviour of PPA pure is similar to that of PANI
278 pure and exhibits a four-stage decomposition pattern. In the ﬁrst
279 stage, is due to the loss of water molecules and moisture present in
280 the polymer. The second- and third-stage losses that occur from
281 110 C to 350 C are attributed to the loss of the dopant from the
282 polymer chains. While the fourth stage loss from 350 C to 600 C is
283 the result of the complete degradation and decomposition of the
284 polymer backbone [42].
285 The results implied that the incorporation of nanoparticules TiC
286 into polymer resulted in the improvement of the thermal stability
287 of nanocomposites.
288 One of the common uses of TGA analysis in the technology is to
289 determine the polymer amount of a nanocomposite. The deﬁnition
290 of each sample is based on its relative volatility. The success of the
291 method depends on each component having a different thermal
292 stability range in an inert atmosphere. The amount of polymer was
293 calculated by difference between the initial amount to 20 C and
294 after a temperature 700 C (the degradation behavior), according to
295the following equation:
Dw ¼ wi  wf
wi
 100 (2)
296297where wi and wf are the amounts of polymer at 20 C and at 700 C
298(g), respectively. Dw is the percentage of the amount of polymer
299formed on TiC (see data in Table 3).
Table 3
The amount of nanocomposites at 20 C, 700 C and the percentage of the amount
formed on TiC nanoparticule.
Samples wi (g) at 20 C wf (g) at 700 C Dw %
PPA/TiC 7.06 6.71 5.0
Poly(PA-co-ANI)/TiC 6.92 6.06 12.4
PANI/TiC 4.16 2.29 44.9
Fig. 5. Cyclic voltammograms recorded for a graphite carbon electrode covered by
PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC nanocomposites in 1 M HClO4 solution.
Scan rate 50 mV/s.
Fig. 6. TEM images of: (a) TiC nanoparticle, (b) PPA/TiC, (c) poly(PA-co-ANI)/TiC and (d) PANI/TiC nanocomposites.
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300 3.6. Electrochemical properties
301 Cyclic voltammetry experiments were performed to test the
302 electroactivity of the polymers. Fig. 5 shows the steady voltammo-
303 grams for polymers from PPA/TiC, poly(PA-co-ANI)/TiC and PANI/
304 TiC samples, obtained in 1 M HClO4 solution at a scan rate of 50 mV
305 s1. In the case of PANI/TiC nanocomposite, two overlapped redox
306 processes are observed. The ﬁrst one appears at 0.45/0.27 V, which
307 results in a potential peak separation (DEp) close to 180 mV; the
308 second process is observed at 0.77/0.59 V and gives an DEp value of
309 180 mV. The ﬁrst redox process is due to the oxidation of the
310 leucoemeradilneto emeraldine form and the second one to the
311 oxidation of the emeraldine to pernigraniline of polyaniline
312 [43,44]. The voltammetric proﬁle of copolymer poly(PA-co-ANI)/
313 TiC also show two redox process, however in this case the two
314 processes are more overlapped.
315 The voltammetric proﬁle for PPA/TiC nanocomposite shows
316 three redox process, the ﬁrst centered at 0.22/0.36 V gives a DEp
317 value of 140 mV; the second processes at 0.41/0.50 V (DEp = 90 mV)
318 and ﬁnally, the third process centered at 0.66/0.70 V with a DEp
319 value of 40 mV.
320 3.7. Transmission electron microscopy (TEM)
321 Fig. 6 shows the TEM images of the nanocomposites (PPA/TiC,
322 poly(PA-co-ANI)/TiC and PANI/TiC) and nanoparticle (pure TiC),
323 and after evaporation of the solvent. In Fig. 6(b–d), one can observe
324 the formation of a homogeneous ﬁlm of polymer particles,
325 whereas in Fig. 6(a), we present a TEM image of pure TiC
326 nanoparticles. However, as it can be seen in Fig. 6(d), a more ﬁbrous
327structure seems to be associated to the PANI/TiC nanocomposite
328[45].
329Energy dispersive spectroscopy (EDS) analysis of nanocompo-
330sites and nanoparticule revealed the presence of Ti and C elements
331peaks which conﬁrmed the existence of TiC nanoparticles (Fig. 7).
332In this paper, the spectra of PPA/TiC, poly(PA-co-ANI)/TiC and PANI/
333TiC nanocomposites indicates that the intensity of Ti decreased; on
334the contrary, the intensity of C increased, which demonstrates that
335the TiC nanoparticles are successfully coated by the polymers [46].
336However, the elements weight contains signals of Ti, C, Cl and O
337together with those of the nanocomposites (Tables in Fig. 7).
3383.8. Mechanism of formation of polymer/TiC nanocomposites
339Scheme 1 shows the proposed reaction scheme for the
340deposition of polymer on the surface of TiC nanoparticles and
341the chemical oxidative polymerisation of monomers (PA and/or
342ANI) with APS to form partially encapsulated nanocomposite
343particles (PA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC).
344There are a bond interaction at the interface between TiC
345nanoparticles and polymer. Hydrogen bonds can be formed via the
346amido —NH2 group in the monomers (PA and/or ANI) and the large
347amount of hydroxides produced on the surface of TiC nanoparticles
348when they come into contact with water.
349Simultaneously, the N atom in the —NH2 group has a lone pair of
350electrons and can be coordinated with the Ti atom. Thus there may
351be hydrogen bonding and coordinate bonding between TiC and
352polymer.
353When the TiC nanoparticles are introduced into the reaction
354mixture, the surfaces of individual nanoparticles act as template
Fig. 7. EDS spectra of TiC nanoparticule, PPA/TiC, poly(PA-co-ANI)/TiC and PANI/TiC nanocomposites.
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355 areas for the growth of polymer. Due to the polymerization in the
356 acidic medium, the surface of the TiC is positively charged and
357 therefore, adsorption of anions such as Cl may compensate the
358 positive charges on the TiC surface.
359 It is assumed that oligomers (PA and/or ANI) produced at the
360 beginning of the reaction because of their reduced solubility in
361 water, are deposited on the TiC surfaces. As a consequence, the
362 interactions between adsorbed anions and oligomers initiate the
363 growth of polymer chains on the TiC surface. It is known that the
364 polymerization of aniline and its substituted derivatives is auto-
365 accelerated process [47]. That is, the polymer formation is
366 preferred in the region where some polymer has already been
367 produced. This leads to a formation of the polymer layer on the
368 surface of the TiC (as shown in Scheme 1).
369 4. Conclusions
370 Polymer/TiC nanocomposites were prepared from in situ
371 intercalative oxidative polymerization of p-anisidine and/or aniline
372 with TiC nanoparticles. The synthesized nanocomposites were
373 characterized by X-ray diffraction pattern (XRD), fourier transform
374 infrared (FTIR), transmission electron microscopy (TEM), energy
375 dispersive spectroscopy (EDS), thermogravimetric analysis (TGA)
376 and electrical conductivity techniques. The electrochemical behav-
377 ior of polymer/TiC shows that these nanocomposites exhibits a
378 redox processes indicate that the polymerisation on TiC nano-
379 particles produces electroactive polymers.
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